


Exinda x700 WAN Optimization Solutions

Speci�cations

Application Layer 7 Classi�cation and Monitoring
Signature-based deep packet inspection (DPI) identi�es and controls recreational 
Web applications including peer-to-peer programs such as BitTorrent, Kazaa, 
Facebook, and MySpace while providing detailed reports on how bandwidth is being 
used. Classi�cation on the Exinda’s 6720 high speed (ASIC-based) appliance allows 
wirespeed monitoring at speeds of up to 1Gbps. The appliances track usage and 
network utilization by application, hosts or conversations and provide extensive 
reporting via automated PDF and CSV exports and SQL connector.
  
Application Speci�c Analysis Modules (ASAM)
Exinda supports detailed classi�cation and analysis of speci�c applications such as 
HTTP,  VoIP and Citrix. Appliances also monitor voice calls and conversations in real-time.
  
Application Response Measurement (ARM)
Applications monitor application response times across network and server 
infrastructure as well as measure and manage user experience across applications.  
  
Adaptive Response (AR)
Appliances set alerts and noti�cations and run custom scripts based on triggers.  
  
Policy-based QoS
Appliances provide granular tra�c control and application quality of service.

Features
Classi�cation of applications at Layer 7

Automated Layer 7 signature updates

Real-time drill down 

Automated PDF reporting

Policy-based QoS

Service Level Management
• Network Service (remote SLA)
•  Application Service

Application Response Measurements (ARM)

SIP-based VoIP reporting (ASAM)

Adaptive Response (AR)

Classify Citrix published 
applications (ASAM)

URL analysis (ASAM)

Cross �ow data compression

95th percentile calculations
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* Licenses available for monitoring only or montoring & optimization. 

Model 1710 2710 4700 6700 6720
Headquarters / Data Center

Licensed Bandwidth 2 10 2* 10* 2* 15* 45* 100* 100 250 500 100 250 500 1G

Device Throughput (Mbps) 100 100 100 100 100 100 100 100 1000 1000 1000 1000 1000 1000 1000

Max. Concurrent Flows 8000 8000 32000 32000 64000 128000 256000 384000 512000 768000 1024000 512000 768000 1024000 1024000

L7 New Conn Rate (max) 20 20 30 30 100 100 100 100 400 400 400 6000 6000 6000 6000

Reports (PDF) 1 1 4 4 4 8 16 20 20 32 64 48 64 80 80

SLAs 5 10 10 20 70 100 120 150 100 250 250 250 250 250 250

ARM Objects 3 3 5 5 5 5 10 20 20 30 40 20 30 40 50

Policies 64 64 128 128 128 256 384 512 1024 1536 2048 1024 1536 2048 2048

Compression (Mbps) 2 10 2 10 2 15 45 100 100 250 250 100 250 250 250

Hardware

Network Interfaces

Total 4
2x10/100 Base-T 

(bypass)
2x10/100 Base-TN

Total 4
2x10/100 Base-T (bypass)

2x10/100 Base-T

Total 4
2x10/100 Base-T (bypass)

2x10/100/1000 Base-T

Total 7  /  2xGbE Base-T LAN 
2xGbE Base-T WAN - bypass

1x1x10/100 Base-T MNG
2xSFP GbE (optional Fiber)

Total 7  /  2xGbE Base-T LAN 
2xGbE Base-T WAN - bypass

1x1x10/100 Base-T MNG
2xSFP GbE (optional Fiber)

Ethernet Bypass Pairs 1 1 1 2 2

Network Expansion (optional) – – 2x10/100 Base-T (high availablility) – –

Console Port RS-232 male DB-9 RS-232 male DB-9 RS-232 male DB-9 1 x COM Port (RJ-45) 1 x COM Port (RJ-45)

Dual Power Supplies No No No Yes Yes

Weight (kg) 3 3 6.5 18 18

Dimensions (wxhxd) 168 x 26 x 115 mm 
6.5” x 1” x 4.5”  

168 x 26 x 115 mm 
6.5” x 1” x 4.5” 

424 x 43.5 x 380 mm
16.8” x 1.72” x 11

424 x 88 x 530 mm
16.8” x 3.45” x 20.9” 

424 x 88 x 530 mm
16.8” x 3.45” x 20.9” 

Power
1 power jack 12V, 5A

100/240 VAC
50~60 Hz

1 power jack 12V, 5A
100/240 VAC

50~60 Hz

DC maximum requirement 100W
100/240 VAC

50~60 Hz

DC max. requirement 230W
AC/DC, 90~254 VAC 

full range @ 47~63 Hz

DC maximum requirement 230W
AC/DC, 90~254 VAC  

full range @ 47~63 Hz

Environment 0–40C, storage temperatures 20–80C
relative humidity 0–90% (non-condensing)

0–40C, storage temperatures 20–80C
relative humidity 0–90% (non-condensing)

0–40C, storage temperatures 20–80C
relative humidity 0–90% (non-condensing)

Approvals


